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INLETS TO SEDIMENT BASIN SHALL
ENTER AT FURTHEST DISTANCE TO

‘OUTLET AND SHALL CONSIST OF A
TEMPORARY SLOPE DRAIN ROCK

L=2xW MIN.
BOTTOM LENGTH

SEDIMENT BASIN PLAN

IEDULE 40 PVC OR GREATER
———— I ØEL: 1.25’

*EXCEPT WHERE THE HOLES
EXCEED 1” DIAMETER, THEN UP
TO TWO COLUMNS OF SAME
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WOVEN MONOFILAMENT OR
NON—WOVEN GEOTEXTILE

------

WOVEN RIPRAP D50=9”
NON—WOVEN GEOTEXTILE
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TABLE SB—i, SIZING INFORMATION FOR
STANDARD SEDIMENT BASIN

HOLEUPSTREAM DRAINAGE
BASIN BOTTOM WIDTH SPILLWAY CREST DIAMETERAREA (ROUNDED TO

(W) (ET) LENGTH (CL), (FT) (HD), (IN)NEAREST ACRE), (AC)

%21 J2Y” 2
1A621 3

28 5
%64 33)’2 6
2)25 38 8

43 9 22

7 47y4 11 22
6

8 51 12 232

55 139
10 58Y4 15 15A6
11 61 16
12 64 18 1
13 67 19 1,346
14 7OY 21 1)’8
15 73) 22

INSTALLATION NOTES

FOR STANDARD BASIN, BOTTOM DIMENSION MAY
BE MODIFIED AS LONG AS BOTTOM AREA IS
NOT REDUCED.

2. EMBANKMENT MATERIAL SHALL CONSIST OF
SOIL FREE OF DEBRIS, ORGANIC MATERIAL, AND
ROCKS OR CONCRETE GREATER THAN 3 INCHES,
AND SHALL HAVE A MINIMUM OF 15 PERCENT
BY WEIGHT PASSING THE No. 200 SIEVE

3. EMBANKMENT MATERIAL SHALL BE COMPACTED
TO AT LEAST 95 PERCENT OF MAXIMUM
DENSITY IN ACCORDANCE WITH ASTM D—698.

4. PIPE SCHEDULE 40 OR GREATER SHALL BE
USED.

5. THE DETAILS SHOWN ON THESE SHEETS
PERTAIN TO STANDARD SEDIMENT BASIN(S) FOR
DRAINAGE AREAS LESS THAN 15 ACRES. SEE
CONSTRUCTION DRAWINGS FOR EMBANKMENT,
STORAGE VOLUME, SPILLWAY, OUTLET, AND
OUTLET PROTECTION DETAILS FOR ANY
SEDIMENT BASIN(S) THAT HAVE BEEN
INDIVIDUALLY DESIGNED FOR DRAINAGE AREAS
LARGER THAN 15 ACRES. DESIGN
CALCULATIONS MUST BE APPROVED PRIOR TO
IMPLEMENTATION.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

2. SEDIMENT ACCUMULATED IN BASIN SHALL BE REMOVED
AS NEEDED TO MAINTAIN CONTROL MEASURE
EFFECTIVENESS, TYPICALLY WHEN SEDIMENT DEPTH
REACHES ONE FOOT (I.E. TWO FEET BELOW SPILLWAY
CREST).

3. SEDIMENT BASINS ARE TO REMAIN IN PLACE UNTIL THE
UPSTREAM DISTURBED AREA IS PERMANENTLY
STABILIZED.

4. PERMANENTLY STABILIZE AREA AFTER SEDIMENT BASIN
REMOVAL.
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